PLOT DATE: November 20, 2019

Vi ew ®
NOTES:
1. INSTALLER TO PROVIDE GROMMETS SUGGES - SUGGES . o
AT ALL FRAME PENETRATIONS UGGESTED IGU | UGGESTED SMART WINDOW VIEW, INC.®
EVVCCI';‘\]B(';E ACS%NPNOE(%I;?N Tolcu WHERE POSSIBLE TO AVOID CABLE / CABLE ROUTING CONNECTOR (SWC) 195 SOUTH MILPITAS BLVD.
DAMAGE. ORIENTATIONS MILPITAS, CA 95035
v. 408/263.9200
2. INSTALLER TO LABEL IGU CABLES WWW V/iew Imss. com
WITH IGU NAME TO WHICH IT IS H‘ j Hj j ' 9 :
CONNECTED. _
’ 3.  WHEN GLAZING POCKET CANNOT
ACCOMMODATE IGU/SWC, —
INCORPORATE SERVICE LOOP INTO
IGU CABLING. MAKE CONNECTION
MIN. 7/16" DIA. HOLE FOR IGU CABLE TO SWC AS YOU ARE GLAZING AND
TO FILE ALL EDGES SMOOTH. INSTALL PUSH CONNECTOR THROUGH HOLE
SILICONE GROMMET, BACKFILL WITH AND INTO MULLION.
SILICONE SEALANT.
4. NO WIRE ROUTING IN SILL. o
DETAIL 1
HEAD
4 | 5 | | 7
IGU CABLE CONNECTION TO IGU 9 9 9 9
SWC IN GLASS POCKET N N NI N
© © © )
\ MIN. 7/16" DIA. HOLE FOR IGU CABLE TO ol
FILE ALL EDGES SMOOTH. INSTALL
SILICONE GROMMET, BACKFILL WITH
SILICONE SEALANT.
DETAIL 2 TYPICAL ELEVATION
HORIZONTAL MULLION SCALE: NONE
MIN. 7/16" DIA. HOLE FOR IGU MIN. 7/16" DIA. HOLE FOR IGU
CABLE TO FILE ALL EDGES CABLE TO FILE ALL EDGES
SMOOTH. INSTALL SILICONE SMOOTH. INSTALL SILICONE
NO CABLE ROUTING IN SILL GROMMET, BACKFILL WITH GROMMET, BACKFILL WITH
SILICONE SEALANT. SILICONE SEALANT. N
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Z|Gu CABLE CONNECTION TO IGU Z|Gu CABLE CONNECTION TO IGU IGU CABLE CONNECTION
SWC IN GLASS POCKET SWC IN GLASS POCKET TO SWC IN GLASS POCKET
DETAIL 3 DETAIL 4 DETAIL 5 DETAIL 7
SILL LEFT JAMB VERTICAL MULLION RIGHT JAMB
INSTALLATION DETAILS: FOR EFCO - 5600-OG-2 (CW) Y FORVATION CONTANED. I 1T ARe ONFIDENTINL
1 - - AND CANNOT BE COPIED OR DISCLOSED IN WHOLE OR IN
SCALE: 1:2 l\D//?E\;V Wlll'\l'lHCOUT THE EXPRESS WRITTEN CONSENT OF
s ®
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